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ZERO AUTO. DOOR BOTTOM

(#7770)

DW=

ZERO UNIGEAR HINGE
(#910DB)125゜

DW=

(1
2)

ZERO HEAD & JAMB

(#7770)
ZERO HEAD & JAMB

(#368)

MORTAR

SUS 2.0HL

Ｗ
Ｈ

PRODUCTS QTY

１００
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ITEMS
ZERO UNIGEAR HINGE ２

２ZERO AUTO. DOOR BOTTOM #368

1+1ZERO MEETING STILES FIRE DOOR
ZERO HEAD & JAMB #7770 ３
CONCEALED DOOR CLOSER DC24V/ALARM ２

２CYLINDER DEAD BOLTS

２DOOR STOPS

ＣＤＣ・ ＣＤＣ・

REMARKS

* DOOR STOPS MUST BE USED
BANQUET HALL

ADJUSTING NUT

DEAD LOCK CENTER

ZR-100 STC-35

PINS FOR FIRE DOOR

(#3056FS+#3558FS)

CONCEALED DOOR CLOSER
(LCN2310ME: CONNECT TO FIRE ALARM SYSTEM)

ZERO MEETING STILES

8φ

BANQUET
HALL

２DOOR HANDLES

#2310ME

* FINISH OF DOOR HARDWARWE NEED TO BE SPECIFIED

FIRE DOOR FOR BANQUET HALL STC-35

180゜
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HINGE SIDE CUT OUT(24X54)
LOCK SIDE CUT OUT (20X20)
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#3056FS+#3558FS

PINS

MEETING STILE CENTER

2.
3

2.3

DOOR AND FRAME MUST BE FILLED WITH MORTAR

REMARKS

* REINFORCEMENT MATERIALS AND SETTING ARE FOR REFERENCE ONLY

* THE DOOR CLOSERS CAN BE MODIFED TO A PNEUMATIC OR ELECTRIC DOOR

TAPS ON 7770

MARK PLACE

QTY GLASS

24VDC-CONNECT TO FIRE ALARM SYSTEM

(ELECTRONICALLY HOLD OPEN) SYSTEM

BANQUET HALL

(GW 48kg/m3)

ZERO SOUND SHEET
STC3003 3mm T

ZERO SOUND SHEET
STC3003 3mm T

ZERO SOUND SHEET STC 3003 3mm T

MORTAR

MORTAR

ZERO INTERNATIONAL, INC.
ZERO ASIA PACIFIC CO., LTD.

(GW 48kg/m3)

*

(9
)

ZERO SOUND SHEET
STC3003 3mm T

1

( SCREW: M4-D8-5 )

06/03/12




